
TRANS PAINT         Technical Data Sheet (TDS) 

 

PLUSS BIOCIDAL WASH 
 
A ready to use aqueous chemical solution which has a broad-spectrum biocide for use in aqueous sterilizing solutions, and 
also for the preparation of biocidal wash solutions used for surface preparation prior to painting.  When properly use it 
will enable the decoration of treated surfaces to be carried out with minimal risk of re-infection from the old surface, 
masonry or wooden substrates. It could be used for both interior and exterior application. 

 

Colour Clear amber liquid 

   

Pack Size 5  litres 

   

Composition Active Ingredient Combination of alkyl dimethyl benzyl ammonium 
chloride and 2-phenyl-phenol 

 Solvent Water 

   

Drying Times * 2-3 hours  

   

Application Method Shake container before use.  Apply by brush to affected areas. Leave for 24 hours.  
Remove the dead growth with a stiff brush or power washer.  Rinse thoroughly.  
Where the degree of infection is higher, it may be necessary to repeat the process.  
Do not apply in wet weather.  In case of rain during the drying period, reapply the 
solution.  Never use this biocidal wash in the present of hypochlorite solution. 

   

Spreading Rate * Depending on the absorbency of the surface 

   

Application Brush/ Roller  Use as is, do not thin 

   

Surface Preparation New Unpainted Surface Previous Painted Surface 

Concrete/ Masonry  Ensure surface is 
clean and dry 

 

 Remove lose paint film by hard scraping/ high 
pressure water jet 

 Remove any mould, algae or lichen especially 
those entrapped underneath the coating by stiff 
brush, scrapper or power washer 

 Ensure dry off before apply 

* Based on recommended thickness; will vary considerably with surface characteristics, application techniques, weather and wastage.  

 
The corresponding Safety Data Sheet (SDS) for this product shall be provided upon request.  
Further inquiry and SDS request can be made to transpaint@yungkong.com 

Manufactured by: Trans Paint Coatings Sdn Bhd. Lot 1393, Jalan Meranti, Bintawa Industrial Estate, 93450 Kuching, Sarawak, Malaysia.  
Tel: +6082 334 222   Fax: +6082 339 189   Website: www.transpaint.yungkong.com 

While every care has been taken to ensure the accuracy of the information contained in this data sheet, it is provided in good faith and that no liability 
can be accepted arising from its use. Where the conditions of use warrant it, it is recommended that the data are checked to ensure their suitability 
for the use envisaged. 
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