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Cat Kilat

% Good Gloss Finish

8 Flexible Film

O Easy Apply

Golden Brown
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© OUTSTANDING PERFORMANCE s Glas ‘
s B < noinG sik s Also available in White 9102 & Black 9103.
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Barky 7527

Signal Red 7780

Medal 7242

Wish 7969

Rosemary 225D,

Blessing 7355

Real Deal 7466

Cinquasia Red 7361

Dreamy

Turquoise

7549 Summerset 7007 Milk Tea 7122

7633 Squash 7600

Decent 7009

Battalion

Jamboree

Emerald

Apple

7401 Slurpee 7353 Neptune 7031
7761 Pearl 7766 Funky Blue 7440
7420 Venus 7406

7238 Bling-Bling 7809 Pewter 7095

7814 Old Bark 7844 Storm 7451

7606 Hawaii Blue 7013 Graphite 7097

The colours on this card are as close to the actual colours as modern printing techniques allow.
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Cat Kilat

INTERIOR GLOSS FINISH

TOP Cat Kilat is an economical gloss paint
for interior as well as limited exterior
surfaces. It is easy to apply and has a high

INTERIOR SOLVENT MIN 4 HRS
BASED RECOAT

KEMASAN BERKILAT DALAMAN

TOP Cat Kilat adalah cat berkilat ekonomi
untuk kegunaan dalaman mahupun
permukaan luaran yang terhad. la mudah

ROLL ON
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gloss finish. It can be used on metal or  disapu dan mempunyai kemasan yang — EXF. TCOLAFEEIAR
wooden surfaces such as railings, frames, berkilat. la boleh digunakan pada RzRHE, JQDH =, 3, [
doors, panels, etc. permukaan besi atau kayu seperti pagar, , EHRF.
bingkai, pintu, panel dan sebagainya.
DIRECTION FOR USE CARA MENGGUNA R A
- Pastikan permukaan bersih dan kering - FERREREEE TR

= Ensure surface is clean and dry.
« Dilute content with turpentine only if necessary.
» Stir well before use.
+ Allow ten hours to dry.
+ Replace lid tightly after use.
= For more information, please refer to the product
Technical Data Sheet (TDS).

« Cairkan dengan turpentine hanya jika perlu
» Kacau dengan baik sebelum pakai.
« Biarkan selama sepuluh jam untuk kering.
« Tutupkan tudung dengan ketat selepas digunakan.
« Untuk matlumat lanjut, sila rujuk Helaian Risalah
Teknikal produk.

- L ER BT EBEEERERAEY.

- WBERHA LR

< AN TR
mTﬁZE%ﬁﬂL. W2 R A

AR EAEF= (TDS)

COVERAGE

+ Approximately 14 meter square per liter.

LIPUTAN

= Lebih kurang 14 meter persegi bagi seliter cat.
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OUTSTANDING PERFORMANCE

Trans Paint Coatings Sdn. Bhd. (197801 000459)

Lot 1393, Jalan Meranti, Bintawa Industrial Estate,
93450 Kuching, Sarawak, East Malaysia.

Tel. 6082-334 222/ 6082-334 166, Fax. 6082-339 189
www.transpaint.yungkong.com

www.transpaint.yungkong.com

Certificate No.0402974




